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Enhanced durability

More reliable Casing attachment

• Screw feeding mechanism redesigned to improve 
durability and reduce screw fall

• Improved durability by changing the material of Casing 
from Plastic to Aluminum.

Quick attachment / removal
Reduces the trouble of reversing and replacing a bit

Release buttons

Unfastening operation
The tool allows you to change the direction of 
driver bit rotation with ease, either towards the 
right (clockwise) to tighten a screw or towards the 
left (counterclockwise) to loosen a screw.

Push drive technology
The motor rotates at full speed only when the screw is pressed against the board to reduce power 
consumption and noise.

Ergonomically designed 
handle with rubberized 
soft grip

Lock button

Reversing switch lever

Belt clip

Indicator lamp

Push drive mode

photo: DFR551

Continuous work amount
Model: DFR452
Battery: BL1850B / Trigger lock-on 
condition
Drove 25mm drywall screw through 
12.5mm Drywall into 38mm SPF plate. 

Push drive is on.

2,700 pcs

Push drive is o�.

880 pcs

Push Drive

Motor starts up. Tightening 
finished.

Motor stops 
when bit is 

removed from 
screw head.Collated drywall screw

DFR452

DFR551

Model

3.5 - 4.2 mm
25 - 55 mm

20 - 41 mm

Diameter Overall length
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